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SHEER
Top Stitch pairs a fine linen ground with a homespun cotton stitch to create 
a pattern that is bold yet refined. The stitch yarns form a stripe that runs 
horizontally across the cloth as woven. This sheer is wide width so the cloth can 
be turned 90 degrees to create a vertical stripe that can run seamlessly across 
a wide expanse.

•	 Description: Sheer Stitch Plaid
•	 Available in 2 colors
•	 Composition: 69% Linen, 14% Cotton, 14% Wool, 3% Polyester
•	 Width: 124” (315cm)
•	 Weight: 430 g/lm
•	 Repeat: 11.22” H x 23.82” V (28.5cm H x 60.5cm V)
•	 Country of Origin: Italy
•	 European Tariff Code: 53092930
•	 USA Tariff Code: 5309293020
•	 World Tariff Code: 5309290000

CLEANING & CARE INSTRUCTIONS
Professional dry-cleaning is recommended; delicate treatment, any solvent except 
trichloroethylene. Do not bleach. Do not tumble dry. Very gentle wash at 30°C. 
Iron at low temperature (110°C / 230°F) with a protective cloth between the iron 
and the fabric. 

DRAPERY
This fabric is made from natural fibers. For best results, 
hang drapery before hemming to allow the fabric to adjust 
to the climate of the room. Dry conditions may cause the 
fabric to slightly contract in length and humidity may cause 
it to moderately expand in length. This is normal as the 
fabric will naturally adjust to the room’s climate throughout 
the seasons of the year. It is recommended that drapery 
is not placed in direct proximity to heating and cooling 
sources.

NOTE
Wide-width sheer fabric is shipped folded and rolled on a 
tube. Iron to remove any creasing.

END USE
Drapery and window treatments
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REPEAT
11.22” H x 23.82” V (28.5cm H x 60.5cm V) 

FABRIC DIRECTION
The large stripe in Top Stitch runs in the horizontal direction across the width of 
the fabric, as woven. This fabric can be turned 90° (railroaded), so the large stripe 
runs in the vertical direction.


